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STRAINERS STRAINERS

FLANGED TYPE, ½" TO 12",

SCREWED & SOCKETED, ½" TO 2" 

CAST STEEL & CAST STAINLESS STEEL

■ ■ ■ ■ ■ Self-cleaning   Large straining capacity   Corrosion & rust resistance   Proper alignment   Easy installation

Y-STRAINER

1.5" TO 12",

CAST STEEL & CAST STAINLESS STEEL

n Process connection : Flanged

n Size  :  40NB to 300NB (1.5” to 12”)

n Operating pressure : 150# to 600# 

n MOC   

 Cast steel  : WCB 216

 Cast stainless steel : CF8 (304) / CF3 (SS304L) / 

    CF8M (316) / CF3M (316L) 

BASKET STRAINER

www.radix.co.in

Y-STRAINER

BASKET STRAINER

TEE STRAINER

DUPLEX STRAINER

STRAINERS



Flanged Type

½" To 12"

Screwed & Socketed

½" To 2"

Cast Steel & 
Cast Stainless Steel
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Y-STRAINER
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n  SELF-CLEANING DESIGNS

n  LARGE STRAINING CAPACITY

n  CORROSION & RUST RESISTANCE

n  FINER FILTRATION WITH PROPER ALIGNMENT

 AVAILABLE WITH DIFFERENT MATERIAL OF CONSTRUCTIONn 

 EASY INSTALLATIONn 

STRAINERS

FLANGED TYPE, ½" TO 12",

SCREWED & SOCKETED, ½" TO 2" 

CAST STEEL & CAST STAINLESS STEEL

■ Process connection  : Flanged, Screwed / Socketed

■ Size  
 Flanged    :  15NB to 300NB (½" to 2")
 Screwed / Socketed  : 15NB to 50NB (½" to 2")

■ Operating pressure  : 150# to 600# 

■ MOC  
 Cast steel    : WCB 216
 Cast stainless steel  : CF8 (304) / CF3 (SS304L) / 
      CF8M (316) / CF3M (316L) 

Y-STRAINER

1.5" TO 12",

CAST STEEL & CAST STAINLESS STEEL

n Process connection : Flanged

n Size  :  40NB to 300NB (1.5” to 12”)

n Operating pressure : 150# to 600# 

n MOC   

 Cast steel  : WCB 216

 Cast stainless steel : CF8 (304) / CF3 (SS304L) / 

    CF8M (316) / CF3M (316L) 

BASKET STRAINER
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n  SELF-CLEANING DESIGNS

n  LARGE STRAINING CAPACITY

n  CORROSION & RUST RESISTANCE

n  FINER FILTRATION WITH PROPER ALIGNMENT

 AVAILABLE WITH DIFFERENT MATERIAL OF CONSTRUCTIONn 

 EASY INSTALLATIONn 

STRAINERS

FLANGED TYPE, ½" TO 12",

SCREWED & SOCKETED, ½" TO 2" 

CAST STEEL & CAST STAINLESS STEEL

■ Process connection  : Flanged

■ Size   : 40NB to 300NB (1.5" to 12")
■ Operating pressure  : 150# to 600# 

■ MOC  
 Cast steel    : WCB 216
 Cast stainless steel  : CF8 (304) / CF3 (SS304L) / 
      CF8M (316) / CF3M (316L) 

Y-STRAINER

BASKET STRAINER
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BASKET STRAINER

Flanged Type

1.5" To 12"

Cast Steel & 
Cast Stainless Steel
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■ Process connection  : Flanged, Screwed / Socketed

■ Size  
 Flanged    :  15NB to 300NB (½" to 2")
 Screwed / Socketed  : 15NB to 50NB (½" to 2")

■ Operating pressure  : 150# to 600# 

■ MOC  
 Cast steel    : WCB 216
 Cast stainless steel  : CF8 (304) / CF3 (SS304L) / 
      CF8M (316) / CF3M (316L) 

TEE STRAINER

Flanged Type

4" To 24"

Steel & 
Stainless Steel
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DUPLEX STRAINER

Flanged Type

2" To 12"

Cast Steel & 
Cast Stainless Steel

■ Process connection  : Flanged

■ Size   : 40NB to 300NB (1.5" to 12")

■ Operating pressure  : 150# to 600# 

■ MOC    :  WCB216 / SS304 / SS316 / SS316L 

Drain can be provided with valve on request
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RADIX ELECTROSYSTEMS PVT LTD
A-583/566, TTC Industrial Area, MIDC, Mahape, 
Navi Mumbai - 400 710, India
Cell : + 91 9324936358 ● level@radix.co.inE
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S Instruments: sales@radix.co.in ● 9324934061+ 91 

Sensors: sensors@radix.co.in ● + 91 9321415829

Gauges: gauges@radix.co.in ● 9324936358 + 91 

Automation: automation@radix.co.in ● 9320997925+ 91 

Level: level@radix.co.in ● 9324936358 + 91 
Flow: flow@radix.co.in ● 9324936358 + 91 
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